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Compact, space saving CX70 Series USB 3.1 Type-C compliant interface connector supports 5Gbps… 

 

 
 

HIROSE’S MID-MOUNT USB TYPE-C CONNECTOR SAVES PCB SPACE 
 

DOWNERS GROVE, ILLINOIS —June 1, 2016 — Hirose, a leader in the design and manufacture of 

innovative connector solutions, has developed a mid-mount USB 3.1 Type-C connector with an efficient 

design that offers a compact footprint to save valuable PCB space. Featuring a depth of only 8.35mm, the 

shorter design creates additional PCB space for optimizing antenna design and allows for larger batteries 

capacity.  

 

By comparison, conventional Type-C connectors are significantly longer, up to 9.4mm, which consumes 

valuable PCB real estate. The CX70 Series USB 3.1 Gen1 Type-C compliant interface connector supports 

5Gbps for high-speed applications.  

 

The Hirose hybrid CX70 Series simplifies retrofit and repair operations by utilizing both SMT and 

through hole soldering. The hybrid design also facilitates automated optical inspection and eases 

reworking of the solder terminal joints with a visible lead design. As a USB 3.1 Type-C connector, it 

features a symmetrical mating design that allows for reversible plug insertion. 

 

“The USB Type-C interface offers customers a universal connector that is capable of twice the throughput 

of USB 3.0 with far more power,” said Rick van Weezel, Vice-President of Sales and Marketing for 

Hirose Electric USA. “The small foot print and hybrid mounting design make the CX70 Series an ideal 
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choice for a wide range of consumer, portable and other devices that can utilize the USB 3.1 capabilities 

for speed and power.” 

 

The mid-mount, 24-position CX70 Series USB 3.1 has a rating of 5 amps for a total of 100 watts of 

power.  

 

For additional information about the CX70 Series mid-mount USB 3.1 C-type connector, please visit: 

www.hirose.com/us. 

 

ABOUT HIROSE ELECTRIC 

Hirose Electric Co., Ltd. is a leading global supplier of innovative interconnects, with sales of over $1 

billion to customers worldwide. Hirose employs advanced engineering services, superior customer 

support and worldwide manufacturing capabilities to provide value-based connector solutions for various 

industries including: industrial, telecommunication, consumer electronics, computer and automotive. 

More information can be found on Hirose Electric’s corporate website at www.hirose.com. 
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